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SECTION 23 05 00

HYDRONIC HEATING PIPING SPECIALTIES
Automatic Filling Units and Backflow Preventers

		Automatic Filling Valves:
		AutoFill Code 553 series Pre-adjustable automatic filling valve, anti-scale, visual system pressure setting indicator. Provided with brass body, Nylon plastic cover, sliding surfaces in anti-scale plastic. Diaphragm and seals in NBR. Cartridge removable for maintenance operations. Manual shutoff valve, strainer and check valve.
		Maximum inlet pressure: 230 psi (16 bar).
		Maximum working temperature: 150 degrees F (65 degrees C). 
		Suitable fluids: water or 50 percent maximum glycol solution.
		Setting pressure range: 3 psi to 60 psi (0.2 Bar to 4 bar).
		Preset outlet pressure: 15 psi (1.035 bar).
		Model:

** NOTE TO SPECIFIER ** Select one of the following paragraphs s required and delete those not required.
	Code 553542A, 1/2 inch NPT male inlet by 1/2 inch NPT female outlet.
		Code 553549A, 1/2 inch sweat inlet by 1/2 inch NPT female outlet.
	       Code 553642A, 1/2 inch NPT male inlet by ½ inch NPT female outlet, complete with integral downstream pressure gauge (0 psi to 60 psi and 0 bar to 4 bar).
	       Code 553649A, 1/2 inch sweat inlet by 1/2 inch NPT female outlet, complete with integral downstream pressure gauge (0 psi to 60 psi and 0 bar to 4 bar).
		Backflow preventer and AutoFill combination: Pre-adjustable automatic filling unit with backflow preventer. Filling unit provided with brass body, Nylon plastic cover, sliding surfaces in anti-stick plastic. Diaphragm and seals in NBR. Cartridge removable for maintenance operations. Manual shutoff valve, strainer and check valve. Dual check continuous pressure backflow preventer with atmospheric vent provided with brass body, stainless steel filter, EPDM seals and is ASSE 1012 listed and CSA B64.3 certified.
		Maximum inlet pressure: 175 psi (12 bar). 
		Maximum working temperature: 150 degrees F (65 degrees C).
		Suitable fluids: water or 50 percent maximum glycol solution. 
		Setting pressure range: 3 to 60 psi (0.2 Bar to 4 bar). 
		Preset outlet pressure: 15 psi (1.035 bar). 
		Model:
** NOTE TO SPECIFIER ** Select one of the following paragraphs s required and delete those not required.
	Code 573002A, 1/2 inch NPT female inlet plus 1/2 inch NPT female outlet.
		Code 573009A, 1/2 inch sweat inlet plus 1/2 inch NPT female outlet.
		Code 573012A, 1/2 inch NPT female inlet plus 1/2 inch NPT female outlet, complete with integral downstream pressure gauge (0 psi to 60 psi and 0 bar to 4 bar).
		Code 573019A, 1/2 inch sweat inlet plus 1/2 inch NPT female outlet, complete with integral downstream pressure gauge (0 psi to 60 psi and 0 bar to 4 bar).
		AutoFill Code 5350 series automatic filling unit for commercial systems. Provided with brass body, Glass fiber reinforced nylon PA66G30 cover, Diaphragm and seals in NBR. Cartridge removable for maintenance operations. Stainless steel filter, mesh size 0.51 mm (35 mesh). Pressure setting adjustment knob and integral downstream pressure gauge. Environmental: indoor installation only.
		Maximum working pressure: 365 psi (25 bar).
		Maximum working temperature: 140 degrees F (60 degrees C). 
		Setting pressure range: 6 psi to 90 psi (0.5 bar to 6 bar).
		Preset outlet pressure: 15 psi (1.035 bar).
		Model:
** NOTE TO SPECIFIER ** Select one of the following paragraphs s required and delete those not required.
	Code 535051A, ¾ inch NPT male inlet.
	Code 535056A, ¾ inch press. 
		Code 535059A, ¾ inch sweat.
	       Code 535066A, 1 inch press. 
		Backflow Preventer:
		Code 573 series Dual check continuous pressure backflow preventer with atmospheric vent. Provided with brass body, stainless steel filter, and EPDM seals.
		Female union connections.
		Maximum working pressure: 175 psi (12 bar).
		Maximum working temperature: 210 degrees F (99 degrees C).
		ASSE 1012 listed and CSA B64.3 certified.
		Model:
** NOTE TO SPECIFIER ** Select one of the following paragraphs s required and delete those not required.
	Code 573403A, 1/2 inch NPT female inlet/outlet.
		Code 573409A, 1/2 inch sweat inlet/outlet.
		Code 573493A, 1/2 inch sweat inlet/NPT female outlet.
		Code 573503A, 3/4 inch NPT female inlet/outlet.


** NOTE TO SPECIFIER ** Caleffi North America, Inc.; hydronic heating piping specialties and component products.
.
This section is based on the products of Caleffi North America, Inc., which is located at:
3883 W. Milwaukee Rd.  
Milwaukee, WI 53208
Tel: 414-238-2360
Fax: 414-238-2366
Email: request info (sales@caleffi.com)
Web: www.caleffi.us/caleffi/en_US/index.sdo  
 [ Click Here ] for additional information.
Caleffi North America, Inc. is a leader in the production of Italian-made components for domestic and industrial heating, air conditioning and plumbing systems, and an expert supplier of state-of-the-art system solutions, has celebrated its fiftieth year of activity in 2011. This Italian company is at the heart of an international group which employs more than 1,000 people in its various sales offices and representative branches throughout Europe, America, China, Japan and Australia.


