



SECTION 23 05 00

HYDRONIC HEATING PIPING SPECIALTIES
Magnetic dirt separators for commercial applications

** NOTE TO SPECIFIER ** Caleffi North America, Inc.; hydronic heating piping specialties and component products.
.
This section is based on the products of Caleffi North America, Inc., which is located at:
3883 W. Milwaukee Rd.  
Milwaukee, WI 53208
Tel: 414-238-2360
Fax: 414-238-2366
Email: request info (sales@caleffi.com)
Web: www.caleffi.us/caleffi/en_US/index.sdo  
 [ Click Here ] for additional information.
Caleffi North America, Inc. is a leader in the production of Italian-made components for domestic and industrial heating, air conditioning and plumbing systems, and an expert supplier of state-of-the-art system solutions, has celebrated its fiftieth year of activity in 2011. This Italian company is at the heart of an international group which employs more than 1,000 people in its various sales offices and representative branches throughout Europe, America, China, Japan and Australia.

DIRTMAG Steel Magnetic Dirt Separators: Provided with epoxy resin coated steel body, a  stainless steel and HDPE internal mesh element, a 1 inch NPT brass blow down drain valve on the bottom of the separator and a top connection ¾ inch with cap, with particle separation capacity: to 5 microns (0.2 mil), ferrous impurities separation efficiency: up to 100% removal.
1)	Code 5465M series ANSI B16.5 Class 150 RF flanged, 2 inches to 4 inches.
a)	Maximum working pressure: 150 psi (10 bar).
b)	Working temperature range: 32 degrees F to 270 degrees F (0 degrees C to 132 degrees C).
c)	Suitable fluids: water or 50 percent maximum glycol solution.
d)	Flow rates: 37 gallons per minute to 149 gallons per minute (2.3 liters per second to 9.4 liters per second) at 4.0 feet per second fluid velocity.
2)	Code NA5465M series designed and built in accordance Section VIII, Division 1 of the ASME Boiler and Pressure Vessel Code and tagged and registered with the National Board of Boiler and Pressure Vessel Inspector, stamped for 150 psi (10 bar) working pressure, with ASME U stamp, ANSI B16.5 Class 150 RF flanged, 2 inches to 6 inches.
a)	Maximum working pressure: 150 psi (10 bar).
b)	Working temperature range: 32 degrees F to 270 degrees F (0 degrees C to 132 degrees C).
c)	Suitable fluids: water or 50 percent maximum glycol solution.
d)	Flow rates: 37 gallons per minute to 380 gallons per minute (2.3 liters per second to 24 liters per second) at 4.0 feet per second fluid velocity.
** NOTE TO SPECIFIER ** Select the radiator components required from the following paragraphs as required and delete those not required. 


