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SECTION 22 11 19

DOMESTIC WATER PIPING SPECIALTIES
Electronic Mixing Valves, Flanged Connections 

	Code 6000 series LEGIOMIX® electronic mixing valve with programmable thermal disinfection. ASSE 1017 approved for point of distribution with low-lead brass body(<0.25% lead content) certified by and listed by ICC-ES, low-lead brass, chrome-plated ball, PTFE seat ring and peroxide-cured EPDM hydraulic seals. Provided with 3-wire 24 VAC (50/50 Hz) floating electric actuator, fail-in-place with integral position indicator, self-extinguishing VO cover and 31 ½” (0.8 m) electric power supply cable. Controller, LCD user interface/display requires 24 VAC (50/60 Hz) power supply with self-extinguishing ABS, color white RAL 1467 housing and self-extinguishing SAN, smoked transparent cover. Relay contact rating: 5 A resistance, 2 A inductance / 24 Volt. The user interface, with choice of 11 languages, shall provide a set of programs for selectable automatic scheduling circuit thermal disinfection to kill Legionella, configurable via keypad, or local or remote controller; with additional functions of daily ball rotation cycle, flush valve relay output, data logging (40 day FIFO loop buffer), alarming, and status indication. Package includes two stainless steel temperature sensors (for mixed outlet water temperature and return water temperature, strap-on style, for recirculation), each with NTC sensitive elements and working temperature range 14 degrees F to 260 degrees F (minus 10 degrees C to 125 degrees C), resistance 1000 ohms at 77 degrees F (25 degrees C), time constant 2.5. Package also includes one 24 VAC transformer.
		Maximum body pressure: 230 psi (16 bar).
		Maximum operating pressure: 150 psi (10 bar).
		Maximum inlet temperature: 212 degrees F (100 degrees C).

	Adjustable temperature range: 70 degrees F to 185 degrees F (20 degrees C to 85 degrees C).
		Disinfection temperature range: 100 degrees F to 185 degrees F (40 degrees C to 85 degrees C).
		Mixed outlet temperature gauge scale: 30 to 210 degrees F
		Temperature control: Plus or minus 3 degrees F (2 degrees C).
		ASSE 1017/CSA B15.3 approved.
		Meets requirements of IPC, IRC, UPC, NPC and ANSI/NSF 372 certified by ICC-ES.
		Controller protection class: IP 54 (wall mounting); Class II appliance.
		24 VAC floating electric actuator protection class: IP 65 (NEMA 4/4X).
		Controller approvals: CE, FCC part 15.
		Modbus-to-BACnet gateway for BAS integration, code 755052, available separately.
		Sizes 2 ½ and 3 inch, Slip-on flanges conform to ANSI B16.5 150 CLASS RF.
		Flow ranges: 2 ½ inch: Cv 105, 17 gallons per minute to 470 gallons per minute (64 liters per minute to 1,780 liters per minute); 3 inch: Cv 120, 22 gallons per minute to 537 gallons per minute (83.3 liters per minute to 2,033 liters per minute).
		Maximum recommended operating differential pressure (dynamic): 20 psid (1.4 bar).


** NOTE TO SPECIFIER ** Caleffi North America, Inc.; hydronic heating piping specialties and component products.
.
This section is based on the products of Caleffi North America, Inc., which is located at:
3883 W. Milwaukee Rd.  
Milwaukee, WI 53208
Tel: 414-238-2360
Fax: 414-238-2366
Email: request info (sales@caleffi.com)
Web: www.caleffi.us/caleffi/en_US/index.sdo  
 [ Click Here ] for additional information.
Caleffi North America, Inc. is a leader in the production of Italian-made components for domestic and industrial heating, air conditioning and plumbing systems, and an expert supplier of state-of-the-art system solutions, has celebrated its fiftieth year of activity in 2011. This Italian company is at the heart of an international group which employs more than 1,000 people in its various sales offices and representative branches throughout Europe, America, China, Japan and Australia.


